THERMAL INSULATION AND SAFETY CLEARANCES

ture, you will have to ensure that you leave an adequate safety clearance between the two.

-

For the cookers and thermocookers of the Domino and Classica lines that can be built-in, we can proviSTAINLESS STEEL PERFORATED FRONT SIDE SPACER to ﬁx on the side of
the wood cooker. The customer’s piece of kitchen furniture will have to
be made with a top that is 25mm longer, as to cover the side spacer.
CLASSICA SERIES 25 x h720 mm – DOMINO SERIES 25 x h790 mm
IMPORTANT: Please verify that the furniture maker can provide a
produce a special wood cooker with a base that is 25 mm longer.
Please ensure that you always leave a safety clearance of at least 2mm
on each side between the stainless steel top of the wood cooker and
the top of the piece of kitchen furniture, as the cooker top may expand
as a result of the heat.
top of the kitchen furniture not be made out of stone or similar materials, we advise to always place a STAINLESS STEEL PROFILE between the
top of the kitchen furniture and the wood cooker top.

COMPLETE SIDE SPACER that can be between 25 and 100mm
wide and is made of:
-stainless steel TOP with a depth of 600mm (with or without backsplash
depending on the top of wood cooker)
-FRONT of the same height and color as the side of the cooker
-stainless steel BASE

www.demanincor.it | info@demanincor.it

SAFETY CLEARANCES FROM FLAMMABLE MATERIALS
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